	

	Two-post lift ATH 2.32H                                             

	Electro-hydraulic two-post lift, capacity 3.200 kg 


	



	Article no.: 622012 
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	Description
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· Hydraulic and technically mature two-post lift in modern design for professional  garages

· Functional operation of the lift:

-Up:  Button for „Lifting“
 
-Down: Button for „Lowering“. The lift lifts shortly (adjustment with time relay), the electromagnets are pulling automatically the 4 safety notches out of the locking device and the lift is lowering.  Lowering time adjustable. 
 
-Lock: Button for „Lowering into the safety notch“. The lift has all 50 mm a mechanical notch for being able to lower  the load without pressure.

· Safety notches are preventing the hydraulic system from damage

· Low-wear, durable and nearly low-maintenance hydraulic technics

· Telescopic and asymetric lifting arms with adaptors adjustable in the height and connecting raising system  (55mm raisings serial)

· Short two-parts arms ahead and long threepart  arms behind

· Robust posts made of 5 mm canted sheet steel

· Automatic  lifting arm security which unlocks in the lowest position

· Trouble-free and secure synchronization control because of pull rope (12 mm thick)

· Very big drive through width and low swivelling height for a comfortable working with the lift

· Cover sheet for hydraulic hoses and synchronization cables 

· The height oft he cover sheet is only 35 mm

· Two post lift in approved ATH-Heinl quality
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	Specifications
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Rated load capacity

3.200

kg

Lifting height

1840

mm

Lifting-/ lowering time

ca. 45/42

s

Synchronisation

Zugseile

 

Ascent/rest height

40

mm

Bottom clearance

95

mm

Short arm extension range

600 - 880

mm

Long arm extension range

765 - 1560

mm

Concrete strength/quality

250 mm - C20/25

mm/B

Clear span between

2820

mm

Drive-through width

2585

mm

Overall width

3510

mm

Driving power

2,2

kW

Power supply voltage (electrical)

(3 ~) 400/50

V/Hz

Fusing protection (electrical)

3C16

A

Quantity of oil

11

l

Overall height

2820

mm

Required ceiling height

3390

mm

Weight

600

kg
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	Accessories
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Anchor bolts 
Anchor Bolts 

Article no.: 

090521
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Chemical anchor bolts 
Article no.: 

090520
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Hydraulic oil HLP 22
Article no.: 

090530
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Adapter extensions ATH TH100
Adapter extensions 

Article no.: 

629000
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Adapter extensions ATH TH150
Adapter extensions 

Article no.: 

629001
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Adapter extensions ATH TH200
Adapter extensions 

Article no.: 

629002
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Holder for 1/2"-Screw driver RAMG8000
Article no.: 

629006
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Magnet case RAMG2000
Article no.: 

629005
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Ground frame ATH GR-2
Ground frame for two-post lift for ATH 2.XXH/HL 

Article no.: 

629007
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