		

	

	Double-scissor lift ATH DSH3000

	Electro-hydraulic double-scissors lift for in-ground installation 


	



	Article no.: 630301 
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	Description
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· Double-scissor lift for in-ground installation

· Extendable platforms on one side, in order to lift long- and short base vehicles

· The hydraulic synchronization ensures even lifting and lowering

· The integrated light barrier permanently controls the synchronization of the lift and can be switched off

· Lifting and lowering with push button control

· Signal sound and CE-stop
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	Specifications
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Rated load capacity

3000

kg

Lifting height

1750

mm

Stroke way

1750

mm

Lifting time loaded

47

s

Lowering time loaded

49

s

Ascent/rest height

 

mm

Width/Length - Runways

550/1540-1740

mm

Concrete strength/quality

480 / BN25

 

Driving power

2,2

kW

Power supply voltage (electrical)

400 / 50

V/Hz

Fusing protection (electrical)

16

A

Compressed air connection

6 - 8

bar

Quantity of oil

13

l

Weight

800

kg

Packing

Gestell und Karton
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	Accessories
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Anchor bolts 
Anchor Bolts 

Article no.: 

090521
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Chemical anchor bolts 
Article no.: 

090520
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Hydraulic oil HLP 22
Article no.: 

090530
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Rubber pads 
Article no.: 

639000
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